
MR16 E MR16 LED Lamp

WATTAGE

Offices, Reception, Meeting Rooms, Hotel Lobbies, Corridors,
etc.

Example: GLL-MR16-E-27K-6W-38-ND

GLL-
MR16E

27K - 2700K
30K - 3000K
40K - 4000K
60K - 6000K

PRODUCT COLOR TEMP DIMMABILITY

4W
6W

WATTS
BEAM
ANGLE

SPECIFICATIONS DIMENSIONS

PRODUCT SELECTION GUIDE APPLICATIONS

4W

WORKING VOLTAGE

>0.5POWER FACTOR

LUMINOUS FLUX

100 - 240V AC, 50/60Hz (External LED driver)

LUMINOUS EFFICACY >70Lm/W

COLOR TEMPERATURE 2700K, 3000K, 4000K, 6000K

CRI >80

LED DRIVER External (Non-dim, Phase, 1-10V, DALI)

BEAM ANGLE 15º / 24º / 38º / 60º

OPERATING TEMPERATURE -20º to +40º

IP RATING IP20

RATED LIFETIME 40,000Hrs (L70)

CERTIFICATIONS CE, ROHS

15 - 15º
24 - 24º
38 - 38º
60 - 60º

ND-Non Dim
D-Phase
1-1-10V
DALI-DALI

L
E

D
 L

A
M

P
S

IP20

50mm

47.2mm

MR16 E by GenLED is the new addition to the economical range
of lamps offering the best Lm/$ but delivering exceptional

high Lm/W. The lamp body is made from single mould high
conductivity thermo plastic offering 40,000hrs of rated life. 

 Available in 4W and 6W with standard non-dimmable external 
LED driver. Phase, 1-10V and DALI external LED driver 

are optional.

Recommended for indoor use, dry locations only.

BODY MATERIAL

LENS

Thermally conductive Plastic

PMMA 

GU5.3

SDCM ≤ 4

6W

300Lm (2700K)

320Lm (3000K)

340Lm (4000K)

360Lm (6000K)

420Lm (2700K)

440Lm (3000K)

460Lm (4000K)

480Lm (6000K)

BASE

LAMP CURRENT 180mA, Constant Current

LAMP VOLTAGE 19VDC (4W), 26.5VDC (6W)

NOTES : 

1. LED lamp is supplied with constant current external LED driver

2. Do not connect the lamp with any power supply other than provided by

GenLED.

3. Make sure dimmable LED driver is compatible with dimming system

before ordering.



MR16 E HO MR16 LED Lamp

WATTAGE

Offices, Reception, Meeting Rooms, Hotel Lobbies, Corridors,
etc.

Example: GLL-MR16-E-HO-27K-8W-38-ND

GLL-
MR16E-HO

27K - 2700K
30K - 3000K
40K - 4000K
60K - 6000K

PRODUCT COLOR TEMP DIMMABILITY

8W

WATTS
BEAM
ANGLE

SPECIFICATIONS DIMENSIONS

PRODUCT SELECTION GUIDE APPLICATIONS

8W

WORKING VOLTAGE

>0.5POWER FACTOR

LUMINOUS FLUX

100 - 240V AC, 50/60Hz (External LED driver)

LUMINOUS EFFICACY >70Lm/W

COLOR TEMPERATURE 2700K, 3000K, 4000K, 6000K

CRI >80

LED DRIVER External (Non-dim, Phase, 1-10V, DALI)

BEAM ANGLE 15º / 24º / 38º / 60º

OPERATING TEMPERATURE -20º to +40º

IP RATING IP20

RATED LIFETIME 40,000Hrs (L70)

CERTIFICATIONS CE, ROHS

15 - 15º
24 - 24º
38 - 38º
60 - 60º

ND-Non Dim
D-Phase
1-1-10V
DALI-DALI

L
E

D
 L

A
M

P
S

IP20

50mm

55mm

MR16 E by GenLED is the new addition to the economical range
of lamps offering the best Lm/$ but delivering exceptional

high Lm/W. The lamp body is made from die-cast aluminum 
and uses COB led offering 40,000hrs of rated life. 

 Available in 8W with standard non-dimmable external 
LED driver. Phase, 1-10V and DALI external LED driver 

are optional.

Recommended for indoor use, dry locations only.

BODY MATERIAL

LENS

Die-cast Aluminum

PMMA 

GU5.3

SDCM ≤ 4

590Lm (2700K)

595Lm (3000K)

600Lm (4000K)

610Lm (6000K)

BASE

NOTES : 

1. LED lamp is supplied with constant current external LED driver

2. Do not connect the lamp with any power supply other than provided by

GenLED.

3. Make sure dimmable LED driver is compatible with dimming system

before ordering.



GU10 E GU10 LED Lamp

WATTAGE

Offices, Reception, Meeting Rooms, Hotel Lobbies, Corridors,
etc.

Example: GLL-GU10-E-27K-6W-38-ND

GLL-
GU10-E

27K - 2700K
30K - 3000K
40K - 4000K
60K - 6000K

PRODUCT COLOR TEMP DIMMABILITY

4W
6W

WATTS
BEAM
ANGLE

SPECIFICATIONS DIMENSIONS

PRODUCT SELECTION GUIDE APPLICATIONS

4W

WORKING VOLTAGE

>0.5POWER FACTOR

LUMINOUS FLUX

100 - 240V AC, 50/60Hz (External LED driver)

LUMINOUS EFFICACY >70Lm/W

COLOR TEMPERATURE 2700K, 3000K, 4000K, 6000K

CRI >80

LED DRIVER Integral Non-Dimmable

BEAM ANGLE 15º / 24º / 38º / 60º

OPERATING TEMPERATURE -20º to +40º

IP RATING IP20

RATED LIFETIME 40,000Hrs (L70)

CERTIFICATIONS CE, ROHS

15 - 15º
24 - 24º
38 - 38º
60 - 60º

ND-Non Dim
D-Phase

L
E

D
 L

A
M

P
S

IP20

50mm

57.7mm

GU10 E by GenLED is the new addition to the economical range
of lamps offering the best Lm/$ but delivering exceptional

high Lm/W. The lamp body is made from single mould high
conductivity thermo plastic offering 40,000hrs of rated life. 

 Available in 4W and 6W with integral LED driver. 
Triac dimmable is optional.

Recommended for indoor use, dry locations only.

BODY MATERIAL

LENS

Thermally conductive Plastic

PMMA 

GU10

SDCM ≤ 4

6W

300Lm (2700K)

320Lm (3000K)

340Lm (4000K)

360Lm (6000K)

420Lm (2700K)

440Lm (3000K)

460Lm (4000K)

480Lm (6000K)

BASE

NOTES : 

1. Make sure dimmable LED driver is compatible with dimming system

before ordering.



2700K, 3000K, 4200K, 5500K

BEAM ANGLE

COLOR TEMPERATURE

715lm (warm white), 735lm (neutral white)
800lm (cool white)

LUMINOUS FLUX

WATTAGE 9W (System wattage 10.5W)

230mA

Non integral 220-240V 50Hz

50mm dia, 70mm height

BASE TYPE

OPERATING TEMPERATURE

DIMMABILITY

DRIVE CURRENT

DRIVER

22o

DIMENSIONS

Mains Dimming with regular driver
Optional 1-10V, 0-10V and DALI Dimming

Cable

, 34,  55o

STORAGE TEMPERATURE

Recommended for indoor use, dry locationsENVIRONMENTAL RATINGS

35,000 hoursRATED LIFETIME

CERTIFICATIONS RoHS, CE

-40oC to +60 C
o

-20oC to +45 C
o

o

GLL-MR16
POWER2 XTRA

EWW - 2700K
WW   - 3000K
NW   - 4200K
CW   - 5000K

22
34
55

Example: GLL-MR16 POWER2 XTRA-WW-9W-34-D
Notes:    1. Driver is supplied with lamp
 2. Please check compatibility of  the lamps with dimming system before order

9W

CONTROLBEAM
ANGLE

WATTSCOLOR TEMPPRODUCT

D  - MAINS DIMMABLE
D1- 1-10V DIMMABLE
D2- DALI DIMMABLE
D3- 0-10V DIMMABLE

MR16 POWER2 XTRA
MR16 POWER2 XTRA by GenLED Lighting is the upgraded

version of POWER2 lamp with 20% extra lumens with
reduced power consumption. This lamp features a bold

aesthetic design and innovative technology that offer an
attractive and efficient alternate to the traditional MR16

lamps. These lamps are precisely engineered and
manufactured with state of the art technologies and materials.

Specially designed lens creates the sparkle that is
equivalent to halogen lamps.

POWER2 XTRA can be dimmed 10-100%.
Recommedned for use in indoor applications.

50mm

70mm




